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FTB1
EXTENDED CAPACITY 
METAL BASETANK

In line with the philosophy of providing “ready-
to-run” packaged systems, a diesel fuel tank 
can be incorporated within the confines of the 
generating set.

FEATURES
l	Heavy gauge steel corrosive resistant 

construction
l	All joints are fully seam welded after which all 

welded spatter is removed and the edges are 
fettled

l	Painted with polyester powder, cured at 
a temperature of 200°C (392°F) to ensure 
maximum scuff resistance and durability

l	Pressure tested to 4.5 psi

l	Mechanical direct reading fuel contents gauge
l	Fuel fill neck with screw down cap — 50.8 mm 

(2 inch) diameter
l	Breather vent
l	Fuel feed and return lines to engine
l	2 threaded auxiliary ports for installation of 

fuel transfer system options
l	Tank baffles
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Generating  Set
Tank Capacity 

l (US gal)
Working Capacity 

l (US gal)

3 Phase

GEP44-2 458 (121.0) 425 (112.3)

GEP44-5 458 (121.0) 425 (112.3)

GEP50-2 458 (121.0) 425 (112.3)

GEP50-5 458 (121.0) 425 (112.3)

GEP55-1 458 (121.0) 425 (112.3)

GEP55-2 458 (121.0) 425 (112.3)

GEP65-2 458 (121.0) 425 (112.3)

GEP65-5 458 (121.0) 425 (112.3)

GEP88-1 458 (121.0) 425 (112.3)

GEP88-2 630 (166.4) 612 (161.7)

GEP110-2 630 (166.4) 612 (161.7)

GEP150 1242 (328.1) 1210 (319.6)

GEH220-2 1274 (336.6) 1242 (328.1)

GEH250-2 1274 (336.6) 1242 (328.1)

GEH275-2 1274 (336.6) 1242 (328.1)

1 Phase

GEP35SP2 458 (121.0) 425 (112.3)

GEP35SP5 458 (121.0) 425 (112.3)

GEP44SP1 458 (121.0) 425 (112.3)

GEP44SP2 458 (121.0) 425 (112.3)

GEP50SP2 458 (121.0) 425 (112.3)

GEP50SP5 458 (121.0) 425 (112.3)

GEP64SP1 458 (121.0) 425 (112.3)

GEP64SP2 630 (166.4) 612 (161.7)

GEP80SP2 630 (166.4) 612 (161.7)

GEP105SP1 1242 (328.1) 1210 (319.6)


