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FB4 
FB5  
Baseframes

Olympian offers a range of baseframes that are fully 
bunded for added security and durability, providing 
containment for fuel, coolant and lube oil spillage.  
All share the same footprint as the standard sound 
attenuated sets.*

*See table Page 2

FEATURES
l	 �The reliability of a completely robotically welded 

tank of secondary containment meeting the 
stringent demands of DEFRA** compliance

l	 �The added security of 110% fluid containment 
in the bund compartment.  

l	 �The durability of tanks tested at a hydrostatic 
pressure of 25 PSI

l	 �All potential spillages contained inside 
enclosure avoiding external site pollution

l	 �Available with standard fuel options

**DEFRA is the Department for the Environment, Food 
and Rural Affairs body in the UK.			 
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Generating Set

Model

Fuel Capacity

l (US gal)
Length

mm (in)

Width

mm (in)

Height

mm (in)

Weight

kg (lb)

FB4 FB5 FB4 FB5 FB4 FB5

3 Phase

GEP30-1 — 229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP30-2 — 229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP33-1 — 229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP33-2 — 229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP44-2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP44-5 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP50-2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP50-5 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP55-1 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP55-2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP65-2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP65-5 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP88-1 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP88-2 — 822 (217.0) 2355 (92.7) 1100 (43.3) — 860 (33.9) —  663 (1461.7)

GEP110-2 — 822 (217.0) 2355 (92.7) 1100 (43.3) — 860 (33.9) — 663 (1461.7)

GEP150 375 (99.2) — 2347 (92.4) 1100 (43.3) 421 (16.6) — 350 (772.0) —

GEP150-2 — 777 (205.3) 2975 (117.1) 1100 (43.3) — 675 (26.6) — 487 (1073.6)

GEP165 375 (99.2) — 2347 (92.4) 1100 (43.3) 421 (16.6) — 350 (772.0) —

GEP165-2 — 777 (205.3) 2975 (117.1) 1100 (43.3) — 675 (26.6) — 487 (1073.6)

GEP200-2 — 1476 (389.9) 3900 (153.5) 1300 (51.2) — 756 (29.8) — 1019 (2246.5)

GEH220-2 — 1485 (392.3) 3900 (153.5) 1300 (51.2) — 756 (29.8) — 987 (2176.0)

GEH250-2 — 1485 (392.3) 3900 (153.5) 1300 (51.2) — 756 (29.8) — 987 (2176.0)

GEH275-2 — 1485 (392.3) 3900 (153.5) 1300 (51.2) — 756 (29.8) — 987 (2176.0)

GEP400-3 887 (231.7) — 4760 (187.4) 1620 (63.3) 392 (15.4) — 1030 (2271.0) —

GEP400-4 887 (231.7) — 4760 (187.4) 1620 (63.3) 392 (15.4) — 1030 (2271.0) —

GEP450-3 887 (231.7) — 4760 (187.4) 1620 (63.3) 392 (15.4) — 1030 (2271.0) —

GEP450-4 887 (231.7) — 4760 (187.4) 1620 (63.3) 392 (15.4) — 1030 (2271.0) —

GEP500-1 920 (243.0) — 4620 (181.9) 1778 (70.0) 370 (14.6) — 983 (2167.0) —

GEP500-4 920 (243.0) — 4620 (181.9) 1778 (70.0) 370 (14.6) — 983 (2167.0) —

GEP550-1 920 (243.0) — 4620 (181.9) 1778 (70.0) 370 (14.6) — 983 (2167.0) —

GEP550-4 920 (243.0) — 4620 (181.9) 1778 (70.0) 370 (14.6) — 983 (2167.0) —

1 Phase

GEP26SP1 —  229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP26SP2 — 229 (60.5) 1800 (70.9) 950 (37.4) — 450 (17.7) — 278 (612.9)

GEP35SP2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4).

GEP35SP5 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP44SP1 —  446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP44SP2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP50SP2 — 446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP50SP5 —  446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP64SP1 —  446 (117.8) 1900 (74.8) 1100 (43.3) — 600 (23.6) — 383 (844.4)

GEP105SP1 757 (200.0) — 3900 (153.5) 1300 (51.2) 440 (17.3) — 712 (1570.0) 987 (2176.0)


