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FUEL TANK CAPACITY
Generating Set Ta:ll((u(:n;:::)ity Worll(i(r:Jgngaa[;;)ax city
3 Phase
GEP44-2 458 (121.0) 425 (112.3)
GEP44-5 458 (121.0) 425 (112.3)
GEP50-2 458 (121.0) 425 (112.3)
GEP50-5 458 (121.0) 425 (112.3)
GEP55-1 458 (121.0) 425 (112.3)
GEP55-2 458 (121.0) 425 (112.3)
GEP65-2 458 (121.0) 425 (112.3)
GEP65-5 458 (121.0) 425 (112.3)
GEP88-1 458 (121.0) 425 (112.3)
GEP88-2 630 (166.4) 612 (161.7)
GEP110-2 630 (166.4) 612 (161.7)
GEP150 1242 (328.1) 1210 (319.6)
GEH220-2 1274 (336.6) 1242 (328.1)
GEH250-2 1274 (336.6) 1242 (328.1)
GEH275-2 1274 (336.6) 1242 (328.1)
1 Phase
GEP35SP2 458 (121.0) 425 (112.3)
GEP35SP5 458 (121.0) 425 (112.3)
GEP44SP1 458 (121.0) 425 (112.3)
GEP44SP2 458 (121.0) 425 (112.3)
GEP50SP2 458 (121.0) 425 (112.3)
GEP50SP5 458 (121.0) 425 (112.3)
GEP64SP1 458 (121.0) 425 (112.3)
GEP64SP2 630 (166.4) 612 (161.7)
GEP80SP2 630 (166.4) 612 (161.7)
GEP105SP1 1242 (328.1) 1210 (319.6)
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